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K&t tinh gia tri

Ngéi Nhat cho nha Viet !

Covered in colour !




o e by Mau hat dé

5 o T s e o Nutmeg

Mau xam da
Slate

Mau g6 do
Rosewood

- St dung héa chat tao mau cao cap cta My
- P6 tham my cao
- Do bén mau trén 20 nam

- Colored by high quality chemical from USA
- High aesthetics
- Long - lasting colors of over 20 years

* @

Kich thuéc ngéi
Tile size

ww sye

Pinh lugng cho 1 m?
Coverage

Trong lugng 1 vién
Weight per tile

Tiéu chudn phu hop
Applicable standard

345 x 406mm

61 han cho phép + 0,2mm
tolerance = 0,2mm

10 vien/1m?

10 tiles per square meter

4,8+0,2kg

JIS A5402 (Tiéu chuan Nhat Ban)
JIS A5402 (Japanese standard)

2 Do ky thuat in mau sdc c6 thé hoi khac voi thyc té. Xin xem mau thuc té dé biét thém chi tiét




TS S S N Sl

NGOI GIA DA Stone-like roof tiles | —

BL - 33
Mau Socola

Chocolate

BM - 46
Mdu xanh thdm
Dark Blue

GNM - 73
Mau xanh réu
Moss-Green

406 mm

w | Kich thuoc ng6i Pinh lugng cho 1 m? Trong luong 1 vién Tiéu chudn phu hop

S | Tile size Coverage Weight per tile Applicable standard

3
345 x 406mm 10 vien/1m? 4,8 +0,2 kg JIS A5402 (Tiéu chudn Nhat Ban)
0 e P s 10 tiles per square meter JIS A5402 (Japanese standard)

Due to printing technique, colours shaw may be slightly different from actual ones for which see real samples.



K&t tinh gia tri

BL - 33
Méu Socola
Chocolate

Méu xanh thém
Dark Blue

B-12E
Méu xanh tim
Purple blue

GNM - 73
Mau xanh réu
Moss-Green

GN - 17
Mau xanh la cay
Green

0G-74
Mau da cam
Orange

RD - 22
Méu d6 nau
Reddish brown

BN - 74
Mau nau

Kich thuéc ngoi Dinh lugng cho 1 m? Trong lugng 1 vién Tiéu chudn phu hop

Tile size Coverage Weight per tile Applicable standard

424 x 335 mm 9 vien/1m? 3,9+ 0,2 kg JIS A5402 (Tiéu chudn Nhat Ban)
kel 9 tiles per square meter JIS A5402 (Japanese standard)

a Do ky thuat in mau sdc c6 thé hoi khac v6i thyc té. Xin xem mau thuc té dé biét them chi tiét



6 SECOIN

BL - 33
Mau Socola
Chocolate

BM - 46
Méu xanh thdm
Dark Blue

B-12E
Méau xanh tim
Purple blue

GNM - 73
Mau xanh réu
Moss-Green

GN - 17
Mau xanh la cay
Green

0G-74
Méu da cam
Orange

RD - 22
Méu dé nau
Reddish brown

BN -74
Mau nau
Brown

Kich thuéc ngo6i Pinh lugng cho 1 m? Trong luong 1 vién Tiéu chudn phu hop
| Tile size Coverage Weight per tile Applicable standard
| 424 x 335 mm 9 viéen/1m? 3,9+0,2kg JIS A5402 (Tiéu chuan Nhat Ban)

gi61 han cho phép £ 0,2mm

N Totianicn 2020 9 tiles per square meter JIS A5402 (Japanese standard)

| Lt Due to printing ted)niquei;-éwlauls shown may be slightly different from actual ones for which please see real samples. 5
e N e
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Faa
Ng6i bo chac tu
4-way apex

FN1
Ng6i bo néc
Ridge

F2L
Ngéi bo géc vuong
2-way apex

F3Y
Ng6i bo chac 3 cha Y
3-way apex (Y Shape)

FN2
Ng6i bo cudi néc
Ridge end

FC1
Ng6i bo canh ria
Rake

FCc2
Ng6i bo cudi canh ria
Rake end

PHU KIEN NGOI SONG LON & SONG NHO  Accessories for small and big wave roof tiles

B4A
Ng6i bo chac tu
4-way round apex

BN3
Ng6i bo cugi mai
Round hip end

BC1
Ngéi bo canh ria
Rake

BC2
Ng6i bé cu6i canh ria
Rake end

BTN
Ngéi bo thoat nuéc
Water drain tile

B2L
Ngéi bé goéc vuong
2-way round apex

BN1
Ng6i bo néc
Round ridge

BN2
Ng6i bo cudi noc
Round ridge end

B3Y
Ngoi bo chac 3 char Y
3-way round apex (Y shape

B3T
Ng6i bo chac 3 cha T
3-way round apex
(T shape)

PHU KIEN CHUNG CHO NGOI MAU Other accessories

NLS . S
#®  Son Acrylic Vit thép Ngéi ldy sang Secoin -’
Acrylic paint Steel screws Secoin roof lights

6 Do ky thuat in mau sdc c6 thé hoi khac véi thuc té. Xin xem mau thyc té dé biét them chi tiét



HUGNG DAN THI CONG LAP DAT

Installation Manunal

sl ki sl el Lo inid 1. HUGNG DAN LAP DAT Vi KEO, XA G VA CAU PHONG

Structure for small and big wave roof tiles Rafter and batten support installation
e L Viéc ldp dat vi kéo, xa g6 va cau phong nhu hinh 1 & hinh 3, tuy vay can luu y:
i « Mai c6 két cau bang g6 hodc sat thi do déc cia mai nén L6n hon 35°.

« Mai c6 ket cdu bang bé tong thi do doc cia mai c6 thé nhé hon 35°.

Installation of rafter, purtin and batten is shown in picture No. 1 and picture No. 3, paying attention to the following:
If roof deck is made from wood or metal, roof slope should be over 35°.

If roof deck is made from concrete, roof slope can be less than 35°.

2. CACH CHIA LI TO BE BINH VI NGOI
Batten layout

Li t6 25x25mm -Batten

+ D6i voi mai co két cdu bang go hoac sat thi tuy theo do doc mai ma khoang cach gira cac thanh li to

{ L Cdu phong - Batten support

‘ — Xa gd - Purlin chia déu trong khoang 290 - 330mm (d6i v6i ng6i s6ng nho va séng lon) va 270 - 275mm (d6i voi ng6i nghé thuat va gia da)
Li t6 cusi L vi kéo - Rofter « Doi voi mai bé tong khoang cach nay c6 thé lon hon nhung khong qua vuot 360 mm (d6i véi ngéi song
Eave Batten nhé va song lon) va khong vuot qua 300 mm (d6i véi ng6i nghé thuat va gia da)

« Khodng cach li to duoc chia déu tur dinh méi xudng, hang thira thi don vao hang cudi ciing hoc ap cudi.

H.2 Picture 2 « If roof deck is made from wood or metal, spacing between battens is devided into equal gauge of
303 303 303 290 - 300 mm (for small and big wave roof tiles) or 270 - 275 mm (for artistic and stone-like roof tiles)
e 1 T depending on roof slope.
: NN « If roof deck is made from concrete, this space can be larger but must not exceed 360 mm (for small
B /\,\a and big wave roof tiles) or 300 mm (for artistic and stone-like roof tiles).
Riém hong « Batten spacing is devided starting from roof top. The balance will be left for the lowest row or the
fosgaboard second lowest row.

3. CACH LOP NGOI CHiNH
Main roof tile installation

« Lop mot hang dué6i truéc, lop tir trai qua phai d6i voi ng6i song nhd , ngoi nghé thuat va gia da hodc
tir phai sang trdi d6i voi ngoi song Lon va tir dudi en trén. Vien ngoi dau tién lop cach riém hong
30mm (dai voi ngoi song nho va song lon) va sat mép hong (ddi voi ngdi nghé thuat va gia da)

« Lay vudng goc 2 chiéu cta riém hong va hang ng6i dau tien

« Mbi vién ngoi duoc lien két chdc chdn voi thanh Lito béng vit thép. V6i ngéi séng nho va song Lon vit thép
Ll =40mm va chi nén dung 1 vit bén trai. V6i ng6i nghé thuat va gia da vit thép L = 60mm (mbi vien
ng6i nén dung da 2 vit).

« Lay one full row of tiles for the lowest row. Then, continue to lay tiles upwards for small wave, artistic
and stone- like roof tiles or from left to right for big wave.

KET cAu NGOI I\IGH$ THUéT. GIA BA The first tile is placed with a distance of 30 mm from the fascia board (for small and big wave roof tiles)
Structure for artistic and stone-like roof tiles or next to the fascia board (for artistic and stone-like roof tiles).
« Put the first row of tile perpendicularly to fascia board.
H.3 Picture 3 « Each tile is fastened on batten by steel screws. For small wave tiles and big wave tiles, using only one left

steel screw L = 40 mm can be acceptable. For artistic and stone- like tiles, it is necessary to use
steel screw L = 60 mm (for artistic and stone-like tiles, each tile would need 2 screws).

4. PHUONG PHAP LAP BAT NGOI BO CANH, NGOI BO NOC
Rake and round ridge installation
« Gan ngdi bo néc bang vira déo kho, rai déu vira vao vi tri chan vién ng6i, khi vira da du do cung lay bay
thép cét bé phan vira thira va lam nhén.
« DGi v6i ng6i bo canh khi ldp phai ap sat vao tdm riém trang tri bén héng.
Fix round ridge tiles by dry plastic mortar by putting mortar equally at the bottom edge of tiles. When mortar
is hard enough, remove the unwanted mortar with a trowel to smoothen the mortar bed.
When installating rakes, it is necessary to put tiles press against the fascia board.

5. PHUONG PHAP VE SINH VA HOAN THIEN CHO MAI NGOI
Cleaning and finishing the roof
« Khi thay vira dinh lén mat ng6i kho trdng, dung xdp lau sach.
« Dung son Acrylic chuyén dung cho ng6i mau Secoin dé son L6p vaa cho déng mau v6i mau ngoi.
« When the bedding surface becomes whiten, wipe with a sponge.
« Coating the mortar bed with Secoin’s special acrylic paint so that it has the same colour with roof tiles.

Due to printing technique, colours show may be slightly different from actual ones for which see real samples. 7






